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Section 14.APPENDIX G   Heliport/Vertiport Standards

Section 14.ILLUSTRATION E   Public or Private Heliport (Non-Hospital) Typical Heliport Marking
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[image: image1.png]NOTE: A HELIPORT WITHOUT A PAVED TLOF (HELIPAD) SHOULD HAVE THE FATO (CLEAR AREA)
EDGES MARKED WITH FLUSH WHITE OR CONTRASTING GOLOR IN-GROUND MARKERS
AT EACH CORNER, THE FATO SHOULD BE MARKED WITH A WHITE OR CONTRASTING
COLOR INSGROUND "H" CENTERED:IN THE FATO ALIGNED WITH THE PREFERRED
APPROACH PATH TO THE HELIPORT, THE FATO EDGE MARKERS SHOULD BE NO LESS
THAN 12°WIDE AND 6"IN LENGTH. THE *H" SHOULD BE NO LESS THAN 10" HIGH AND &'
WIDE., '
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NOTE: A HELIPORT WITH A PAVED TLOF (HELIPAD) SHOULD HAVE A MINIMUM -
10' *H* CENTERED ON THE PAD. IT IS SUGGESTED TO HAVE A WHITE OR
CONTRASTING COLOR BORDER AROUND THE TLOF EDGE. .







