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Section 14.APPENDIX G   Heliport/Vertiport Standards

Section 14.ILLUSTRATION G   Surface Hospital Heliport Typical Heliport Marking
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PERIMETER LIGHTS

NOTES:

TLOF CROSS-SECTION

« RED BACKGROUND
{OPTIONAL)

1,60 RADIUS FROM FAD CENTER TO BE
CLEAR OF ALL OBJECTS HIGHER THAN
- TLOF ELEVATION.

2 LEAD-IN LIGHTS SPACED APPROXIMATELY
-8 APART BELOW TLOF LEVEL.

3. HOBPITAL MARKING SCHEME:
WHITE PERIMETER STRIPE - 12"
REDBAGKGROUND
‘WHITE GROSS - 30" x 80'
RED H - 10

LIGHT FIXTURE

/ .‘ vw

NOTES:

A TYPiOM. SURFAGE PAI 40' X 40°X 6"
REINFORCED CONCRETE. EIGHT YELLOW
PERIMETER LIGHTS, APPROACH LEAD - IN
LIGHTS (RECOMMENDED).

2. RECOMMEND BERMING PAD UP BNETO
TWOFEET, LIGHTS APPROXIMATELY 10°
FROM PAD EDGE OFF SHOULDERNO -
mansa THAN PAD ELEVATION.

LEAD-IN LIGHTS
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